
STANDARDS: EN 13286-2 / ASTM D698, D1557, D1883 / AASHTO T99, T180, T193 / BS 1377:4, 1990, 1994 / NF 
P94-093, P94-066  
DIN 18127 / UNE 7365, 7255, 103-501-94 / CNR UNI 10009 / CNR N. 29, 69 / DUTCH RAW, EPP and 
most International Standards Including AS1289 . 

 

(03) 9335 1866 

S199 Automatic, programmable 
PROCTOR / CBR Compactor with 

microprocessor,  
Òhigh technologyÓ  

Designed to compact Proctor and CBR specimens, it ensures an extremely uniform compaction degree, granting 
reliable and repeatable test results. 
The microprocessor software allows to select and to perform different compaction cycles in a fully automatic system, 
by strictly meeting the mentioned International Standards.  
The blows are automatically distributed as requeste d by the selected Standard, with turntable 
rotation and rammer displacement through photoelect ric cell sensors and microprocessor. Top 
quality components and high accuracy mechanical wor kings grant very long life also under intensive 
utilisations.  



 

The user can Òselect and memorize up to 10 personalized test cyclesÓ, that can be later on modified or replaced by 
other ones. This is a very important function, because it allows to update the Compactor to new Standards, or any 
Standard not included in the microprocessor, or for research purposes. 
The original lift system of the rammer can be selected at 12Ó or 18Ó, or at 300 or 450 mm, granting a correct and 
constant fall height. 
Rammer drop speed: 1 blow each 2 seconds.  

NEEDED ACCESSORIES: 
S199-06 STANDARD RAMMER 50 +/- 0,2 mm dia. and  
2500 +/- 10 g weight 
S199-07 MODIFIED RAMMER 50 +/- 0,2 mm dia. and  
4535 +/- 5 g weight 
Conforming to: EN 13286-2 / BS 1377:4  
UNE 7255, 7365, 103-501-94  
DIN 18127 Standards. 
OR: 
S199-08 STANDARD RAMMER 50,8 +/- 0,13 mm dia. and 2491,25 +/- 1,25 g weight 
S199-09 MODIFIED RAMMER 50,8 +/- 0,13 mm dia. and 4537 +/- 3 g weight 
Conforming to: ASTM D558, D559, D698, D1557, D1883  
NF P094-066/093 / CNR UNI 10009  
CNR N. 69 / ASHTO T99, T180, T193 
OR: 
AUSTRALAIN STANDARD RAMMER: 50 +/- 0.4 mm dia. and 2700 +/- 10g weight 
MODIFIED RAMMER: 50 +/- 0.4 mm dia. and 4900 +/- 10g weight 
Conforming to: AS 1289.5.1.1, AS 1289.5.2.1  

ACCESSORIES: 
S199-11  
SAFETY GUARDS to CE Directive. 
If the door is opened when the Compactor is working, it stops 
automatically. 
S199-12  
SOUNDPROOF SECURITY CABINET, steel made with 
microswitch, complying to CE Safety Directive, lined with sound-
proofing material for noise reduction. If the door is opened while 
the Compactor is working, it automatically stops. 
Dimensions: 740x730x1900 mm 
Weight: 80 kg approx, 
SPARE PARTS: 
S198-22 Calibrated rod holding the rammer.
S198-23 Kit of two devices fixing the mould to the table. 
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